
GETAC F110
11.6-INCH   

RUGGED TABLET

Ideal for mobile workforce and in-vehicle 
applications in challenging environments.  
Deploy the Getac F110 11.6-inch rugged tablet 
with confidence knowing it has been tested for 
extreme conditions, proven by MIL-STD-810G and 
MIL-STD-461G with IP65 ingress protection.

A Ideal for in-vehicle applications

A Protect for use in harsh 
environments

A Work through a full shift with  
longer battery life

A Easy outdoor usability

A Security you can trust

A Customisable data capture

TRIED, TESTED & TRUSTED
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OEMOEM

Getac F110 11.6-inch Rugged Tablet 
Display 11.6” HD (1366 x 768) LumiBond® 2.0 outdoor-

readable display

Touch Glove capable capacitive multi-touch

CPU Intel® 7th Generation Core Processor

Memory Up to 16GB DDR4

Storage Up to 512GB OPAL 2.0 SSD

Expansion Mutually exclusive: 1D/2D barcode reader, 
serial port, Ethernet, MicroSD, USB 2.0, 
serial+Ethernet combo port
Mutually exclusive: LF/HF RFID, MSR, 
SmartCard reader, fingerprint scanner,  
HDMI-IN w/ SmartCard reader
Optional RF antenna pass-through

LAN Optional 10/100/1000 base-T Ethernet

Connectivity Wireless LAN (AC 8260) 802.11ac,  
Bluetooth 4.2, optional GPS/4G LTE

I/O USB 3.0, HDMI

Camera Front FHD webcam,  
8MP auto-focus rear camera

Getac F110 11.6-inch Rugged Tablet 
Audio 3.5mm jack (headphone / microphone)

Operating 
System

Windows 10 Professional 
Optional Windows 7 Professional

Mounting Mountable in a wide range of vehicles

Dimensions 314mm W x 207mm H x 24.5mm D

Weight 1.39kg

Operating 
Temperature

-21°C - 60°C

Storage 
Temperature

-51°C - 71°C

Shock/Drop MIL-STD-810G,  
6 feet drop resistant

Vibration Vibration resistant

EMC MIL-STD-461G

Ingress 
Protection

IP65 (IEC-60529)

In-vehicle eMark

Ordering 
Information

F110

MULTIPLE EXPANSION OPTIONS

800 NITS LUMIBOND® 2.0

IP68, MIL-STD-810G,  
MIL-STD-461G, eMark

7TH GENERATION 
INTEL WITH 16GB  
DDR4 RAM 

TRIED, TESTED & TRUSTED


