
IN-VEHICLE DOCK 
FOR  GETAC T800 
RUGGED TABLET

The perfect companion to the Getac T800 rugged 
tablet. The Gamber-Johnson vehicle dock keeps 
your Getac device secure while optimising 
connectivity, functionality and usability.

A End-to-end in-vehicle service

A Safety is assured with SAE crash 
testing

A Fast and convenient docking

A Optional GPS, data, and Wi-Fi pass-
through to vastly improve signal

A Guaranteed compatibility

A Lockable for increased security

TRIED, TESTED & TRUSTED
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SINGLE HANDED  
DOCKING PROCESS 

PORT REPLICATION WITH OPTIONAL 
TRIPLE PASS-THROUGH 

SAE J1455, 
MIL-STD-810G 

COMPATIBLE WITH ALL 
CONFIGURATIONS OF 
THE GETAC T800 

In-vehcile Dock for Getac T800 Rugged Tablet 
Compatibility Getac T800

LAN 1x RJ45 LAN port

I/O 2x USB 3.0, 1x Serial D-sub 9 pin, 1x RJ45,  
1x triple-RF external antenna pass through

Input Voltage 19 VDC

Mounting Mountable in a wide range of vehicles

Dimensions 213m W / 241mm H / 89mm D

Weight Docks: 1.5kg
Cradle: 1.11kg

Construction Aluminium and composite

Storage 
Temperature MIL-STD-810G: -40°C-71°C

Operating 
Temperature MIL-STD-810G: -20°C-60°C

In-vehcile Dock for Getac T800 Rugged Tablet 

Functional 
Shock

MIL-STD-810G

Mechanical 
Shock

MIL-STD-810G

EMC Testing EN 50498:2010

Impact – 
Crash Hazard

SAE J1455

Vibration MIL-STD-810G

Certification RoHS,  
FCC, CE,  
Environmental: High/Low temperature - 
Storage/Operational and Humidity

Ordering 
Information

7160-0565-00 (No RF pass through)  
7160-0565-03 (Triple-RF pass through) 
7160-0583-00 (Cradle)

TRIED, TESTED & TRUSTED


