
IN-VEHICLE DOCK
FOR GETAC ZX70

 RUGGED TABLET

Improve mobile workforce productivity with a secure 
location for charging and connection to essential 
peripherals such as printers, keyboards, and  
barcode scanners.

The perfect companion to the Getac ZX70 rugged 
tablet, the Havis dock enables seamless device 
integration into fleet workforces to enhance productivity 
without sacrificing safety, quality, or longevity.

A End-to-end in vehicle service

A Safety is assured with SAE  
crash testing

A Expanded I/O options to connect 
more and varied devices

A Optional 3G/4G and GPS pass-
through to vastly improve signal

A Guaranteed compatibility

A Lockable for increased security

TRIED, TESTED & TRUSTED
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Getac ZX70 7-inch Rugged Tablet
Compatibility Getac ZX70

LAN 1x RJ45 LAN port

I/O 2x USB 2.0, 1x Serial DB9 (9 pin), 1x RJ45 

Input Voltage 12 VDC

Mounting Mountable in a wide range of vehicles

Dimensions 221m H / 234mm W / 74mm D

Weight 0.68 kg

Storage 
Temperature -40°C - +70°C

Operating 
Temperature

-20°C - +50°C

Getac ZX70 7-inch Rugged Tablet

EMC Testing EN 50498:2010 

Impact – 
Crash Hazard SAE J1455 30mph crash testing

Cycle Testing 30,000 latch and connectors insertion cycles

Vibration MIL-STD-810G 514.5

Certification RoHS, FCC, CE,  
Environmental Testing: Hot/Cold Operation  
and Storage

Ordering 
Information

DS-GTC-704 (No RF pass through)
DS-GTC-704-2 (Dual-RF pass through)
DS-GTC-703 (Cradle only)

SINGLE HANDED  
DOCKING PROCESS

FULL ACCESS TO TABLET BUTTONS  
AND BARCODE SCANNER

 PORT REPLICATION 
WITH OPTIONAL DUAL 
PASS-THROUGH

SAE J1455,  
MIL-STD-810G

TRIED, TESTED & TRUSTED


